
Unlike other industrial  
vacuums, the A-101 Pulse Vac 
is designed specifically for the 

removal of fine dust and  
powders without clogging. This is 
the only portable vacuum in the 

market today with a built in  
compressed air pulsation system 
that continuously cleans the fil-
ter. With a two stage vacuum 
motor, the A-101 Pulse Vac is 

one of the most powerful  
vacuums available that operates 

on 120 volts. 
 

Your reduction in filter cleaning 
labor combined with its 

adaptability to all shrouded 
equipment, the A-101 Pulse 

Vac is the most essential and 
recommended vacuum by 

contractors today. 

Shown with 
optional  
two 1.5”  

inlet drum 
and two 
DG-70’s 

Attached to the SC-8.5 Scarifier with 1.5” hose 

A-101  Pulse Vac   
Your solution for reliable  

dust-free operations 

���������	�

Attached to the DG-16 Diamond Grinder with 2” hose. 

Attached to the SB-6 Shotblaster with 1.5” Hose 

Financing 

Now  

Available!! 

Standard Features  
 

Built in compressed  
air pulsation for  

continuous dust-free  
operation. 

 
High amp motor. 

 
Low center of balance 

prevents tip over. 
 

Easy to handle dump  
system 

 
120 Volt powered 
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Easy to change filter 
and empty dust  

container 



Financing 

Now  

Available!! 
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A-101-W                 
48” Extension Wand and Nozzle 
 
V-1016                    
1-1/2”x 20’ Hose 
V-1084           
2”x15’ Vac Hose 
 
V-124-2 
1-1/2” Dust Intake Tube 
V-124-2A            
2” Dust Intake Tube 
 
V-121 
Dust Deflector 
 
V-143-A                  
Bag Drum Assembly 
 
10129-B 
Blend Filter (standard) 
99.7% Efficiency @ .05 Microns 
10129-D 
Moisture Resistant (optional) 
99% Efficiency @ 1-2 Microns 
10129-H 
HEPA (optional) (Special Order) 
99.995% Efficiency @ .03 Microns 
 
V-134-A                  
Secondary Filter Housing 
 
V-1078-B                
Secondary Filter 
99.7% Efficiency @ .05 Microns 
V-1079-H                
Secondary HEPA  Filter 
99.995% Efficiency @ .03 Microns 

OPTIONS/
ACCESSORIES 

V-1084 

V-124-2A V-124-2 

A-101-W 

V-121 

V-134-A 

Construction:   
Steel 16 gallon drum 
Powder coated body 
 
Vacuum Hose:  
1 ½” x 20’ (standard) 
2” x 15’ (optional) 
 
Vac Motor:   
120 volts (13 amp draw)  
 
Compressor:                      
120 volts - 100 psi 
 
Dimensions:                       
Height…………….36” 
Length…………….29” 
Width……………..15” 
Weight……………115 lbs. 
 
Wheels:                              
Two 8” rubber wheels 
Two 4” 100 lb. swivel caster    
 
Primary Filtration:                         
Specially designed pleated cartridge.  
 
Secondary Filtration  
Specially designed pleated cartridge.  

FEATURES/
SPECIFICATIONS 

V-1016  

All testing has been completed in a controlled environment at  
BW Manufacturing, Inc. using an air velocity meter and a magnehelic gauge  

measured at the neck of each vacuum. 
These figures should be used as a reference only. 

Model Port Size CFM Inch Lift 

A-101     (electric) Sealed 0 120.0 

A-101     (electric) 1 - 1.5" 110 19.0 
A-101     (electric) 2 - 1.5" 56 ea. 2.2 
A-101     (electric) 2" 127 3.0 

Vacuum Chart 
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