
Great for dust free applications 

Enough suction to handle two saws 

Financing 

Now  

Available!! 

The A-404 Pulse Vac has been de-
signed for the contractor who re-

quires large amounts of dust  
containment. The A-404 has four 

primary filters that are pulsed clean 
with a reversed charge of  

compressed air every 6 seconds to  
give you continuous vacuum. 

 
The A-404 Pulse Vac has Two 5” 

hose inlets allowing large air  
volume and an adapter pipe to run 

Five 2” hoses for smaller hand tools. 
 

The A-404 collector can hold a full 
55-gallon drum of material up to 

1000 lbs. It has an easy latch down 
drum strap allowing you to use any 
55-gallon drum. The operator has 
the ability to lift the collector drum 

with a forklift truck through the chain 
pivots for easy dumping. 

 
Optional motor choices of 220V, 

460V, and gasoline engine. 
 

With your reduction in filter cleaning 
labor combined with it’s adaptability 

to all shrouded equipment,  
The A-404 Pulse Vac is the most 
essential and recommended dust 

collector system for  
today’s contractor.  
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A-404   
Pulse Vac  

Pivoting drum for ease of dumping. 
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Saw Shrouds  
Limited models available 
Call for details 

I-100 
55 Gallon Drum 

Financing 

Now  

Available!! 
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Construction:  
Steel 
 
Vacuum Hose:  
5” x 15’ 
 
Motor Options:  
220 Volts 5HP Single Phase (18 Amp Draw) 
460 Volts 5HP Three Phase (6 Amp Draw) 
Gas 6HP (Robin) 
 
Compressor:                      
2.5 CFM Air Cooled 
 
Dimensions:  
Height…………….61” 
Length…………….42” 
Width……………..34” 
Weight……………590 lbs. 
 
Wheels:  
Two 8”  880 lb. rubber wheels 
Two 8”  880 lb. swivel caster    
 
Filtration:  
Specially designed pleated cartridge.  
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FEATURES/ACCESSORIES 

I-122 
5” x 20’ Vac Hose 

V-1084 
2” x 15’  Vac Hose 

I-52-AS 
5” x 3-2” Manifold Adapter 

I-51-AS 
5” x 5-2” Manifold Adapter 

10129-B 
Filter (Blend) (Standard) 
99.7% Efficiency @ .05 Microns 
 
10129-D 
Filter (Moisture Resistant) (Optional) 
99% Efficiency @ 1-2 Microns 
 
10129-H 
Filter (HEPA) (Optional) 
99.995% Efficiency @ .03 Microns 

All testing has been completed in a controlled environment at  
BW Manufacturing, Inc. using an air velocity meter and a magnehelic gauge 

measured at the neck of each vacuum. 
These figures should be used as a reference only. 

Model Port Size CFM Inch Lift 
A-404-G         (gas) Sealed 0 18.2 
A-404-G         (gas) 1 - 5" 810 2.2 
A-404-G         (gas) 2 - 5" 390 ea. 1.5 
A-404-G         (gas) 3 - 2" 175 ea. 5.0 
A-404-G         (gas) 5 - 2" 125 ea. 3.5 
A-404-2/4    (electric) Sealed 0 17.9 
A-404-2/4    (electric) 1 - 5" 790 2.1 
A-404-2/4    (electric) 2 - 5" 370 ea. 1.3 
A-404-2/4    (electric) 3 - 2" 170 ea. 4.8 
A-404-2/4    (electric) 5 - 2" 120 ea. 3.3 

Vacuum Chart  


