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SCB-1200 W/BH-12Shotblasting Head Attachment 

INFORMATION 
 

After years of research, development and testing, B W Manufacturing, Inc. has 
produced the only mid-sized ride on shotblast/scarify/diamond grind-polish ma-
chine in the market today. The SCB-1200 w/BH-12 Shotblasting Head Attach-
ment gives you mobility and versatility by being able to switch between heads 

in just minutes. 
 

The SCB-1200 features a removable dust containment box with wheels for 
ease of dumping. One handed operation controls for raising and lowering 

heads, speed and shot/diamond engage control. The BH-12 Shotblasting Head 
Attachment is a state of the art blast head design giving you quick blast wheel 
changes and a feathered blasting edge which enables each successive path to 
overlap without excessive penetration omitting the “striping effect”. The finished 
surface is ideal for thin-set applications or for use with clear coatings along with 

the power to give you an aggressive shot blast profile when needed. 

Financing 

Now  

Available!! 

Using the latest technology in EPA approved liquid cooled diesel engines and  
 catalytic converter, you are far below any minimal emissions standards. With the use of state of the art compo-

nents, compressors, electronic pulsation, hydraulics, and drives, the  
SCB-1200 is the most reliable and productive surface preparation machine on the market today. 
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SCB-1200-E  
Electric 230V/480V  

W/BH-12 Shotblasting Head Attachment 

SCB-1200-D  
Turbo Diesel 

W/BH-12Shotblasting Head Attachment 



Financing 

Now  

Available!! 
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Production Capacity:  
Cleaning Path:  
Width with attachment:  
Weight:  
Aisle Width Min:  

2000 to 3000 sfh 
12” (4”&5” Adaptors Available) 
36” 
375 lbs. 
54” (Blastable Width) 

Shot Blast/Specifications  

Chassis/Specifications  

Interchangeable Head:  
 
 
Tires:  
Length:  
Width:  
Height:  
Weight:  
Engine  (Turbo Diesel ):         
Motor (230V/480V):  
3 Phase 230V 64 amps  
3 Phase 480V 32 amps  
Drive:  
Compressor:  
Vacuum:  
Steering:  
Collector Capacity:  
Aisle Width Min:  

Shotblast 
Scarifier 
Diamond Grinder 
Non-marking 
81” 
35” 
54” 
1200 lbs. 
36 hp 
25 hp 
   “ 
   “ 
Hydrostat 
4.5 cfm. 
1480 cfm. 
Manual 
3.8 cubic ft. 
54” (Blastable Width) 

Shotblaster Applications  
               
· Garage Floors 
· Industrial floors 
· Bridge decks 
· Parking decks 
· Line stripes 
· Airport runways 
· Steel decking 
· Highways 

10129-B 
Blend Filter (standard) 
99.7% Efficiency @ .05 Microns 
10129-D 
Moisture Resistant (optional) 
99% Efficiency @ 1-2 Microns 
10129-H 
HEPA (optional) (Special Order) 
99.995% Efficiency @ .03 Microns 

K-03-AS 
Blast Wheel 

O-08 
Side Seal 

O-19 
Side Brush Seal 

Accessories  


